
Style 3416
Shown with Style 5160 Akromatic®
Master Stream Nozzle Style 3423

Shown with Style 3488 
Discharge Pipe & Style 2499 
Quad Stacked Tips 

3416	 Apollo Single Inlet Portable and Deck Monitor
	 • Includes a ground base, liftoff and direct mount

3423 	 Apollo Dual Inlet Portable and Deck Monitor
	 • Includes a ground base, liftoff and direct mount

Style
      Weight lbs. (kg)       

Inlet Outlet
Ground Flow Deck Flow

Liftoff Gd Base  Deck 
Height  GPM LPM GPM  LPM

3416 23 (10.4 kg) 38 1⁄2 (17.5 kg) * 12" (305 mm)
3 1⁄2" - 5" F

(89-125 mm) 
4", 5" STORZ (100, 125 mm)

2 1⁄2" Male (65 mm) 1000 3800 1250 4800

 3423 23 (10.4 kg) 32 (14.5 kg) * 12" (305 mm) 2 1⁄2" or 3" F
(65  or 75 mm) 2 1⁄2" Male (65 mm) 800 3030 1250 4800

* Measured from flange base to the top of the liftoff (Excludes nozzle or tips) 

Apollo Monitor
Akron® Apollo Monitors offer a variety of models with features to fit the 
ever increasing demands of the fire service with a durable, dependable and 
stable monitor.

• 360° rotation when mounted in the deck mode, 
   180° in the portable mode	
• Vertical travel from 80° above to 15° below horizontal 
   with built-in 35° safety stop
• 3" waterway with cast-in turning vanes for efficient flow
• Direct mount - A combination 3" NPT female and 3" flange
• Carbide Spikes for extended wear (Spike covers optional)
• Also available as portable only or 
   deck mount only - must specify
• See page 167 for Monitor/Fog Nozzle Compatibility Chart

NOTE: Also available in portable only or deck only configurations, please specify when ordering.
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Monitors
Apollo™ Monitors & Accessories

Patented

Style 3431/3433
Shown in deck mount mode with 
Style 5160 Akromatic Master 
Stream Nozzle 

Style 3405

Shown with Apollo 
Monitor

Style 3505
Style 3503

Style 3401

Style 3501

Apollo Hi-Riser™ Monitors
The Apollo Hi-Riser, includes the outstanding features of the standard Apollo along with the added benefit of rising over obstacles on 
top of the apparatus. To elevate the Apollo Hi-Riser simply pull a pin and raise the discharge 24” above the deck. Also, the Apollo 
Hi-Riser rotates easily down to a low profile position for portable operation and comes complete with an automatic drain valve. 
Nothing could be simpler...Yet more versatile!

3431	 Apollo Hi-Riser Single Inlet Portable and Deck Monitor 
	 • Includes single inlet ground base, liftoff,  
	    and direct mount	

3433	 Apollo Hi-Riser Dual Inlet Portable and Deck Monitor
	 • Includes a dual inlet ground base, liftoff,  
	    and direct mount

Apollo Accessories
3401	 Monitor Support Flange
	 • For use with 3" NPT pipe 
		  extended above the deck

3501	 Direct Mount Cover
	 • Designed to prevent the Direct Mount Flange 
		  from collecting debris when left exposed

Upper Deck
Designed to add 18" of additional height to the Apollo during deck 
operation. A simple and economical 
way to gain clearance over obstructions. 
Available with optional “unit mounted” 
indicator switch.  

3405	 Upper Deck
	 • Height: 19 1⁄4", weight: 10 lbs.

Apollo Direct Mount Flange
A direct mount flange allows any Portable Apollo Monitor to be used as a deck monitor. When ordering separately, 
specify the Style number of the monitor being used as different Styles use different direct mount flanges.

Apollo Base Mounts
3503	 Apollo Top Mount
	 • Easily mounts the Apollo on top of a vehicle for 
		  deck gun operation or storage on a vertical surface 
	 • Size: 22" x 15 1⁄4", weight: 7 1⁄2 lbs.

3502	 Apollo Running Board Mount
	 • Same as Style 3503 except with an “L” bracket for 
		  storage on a running board			
	 • Size: 22" x 21 3⁄4", weight: 12 1⁄2 lbs.

3505	 Mount for Apollo Ground Base
	 • Conveniently store the Apollo ground base with 
		  folding legs in a standard apparatus compartment
	 • Length: 10", thickness: 2 1⁄2", weight: 1 5⁄8 lbs.

Style
  Weight lbs. (kg)  Deck

Height  Inlet Outlet
Ground Flow Deck Flow

Liftoff Gd Base GPM LPM GPM  LPM

3431 31 
(14.1 kg)

38 1⁄2 
(17.5 kg)

** 15 1⁄4" 
(387 mm)

3 1⁄2" - 5" F
(89-125 mm)  
4", 5" STORZ 

(100, 125 mm)

2 1⁄2" Male (65 mm) 1000 3800 1250 4800

3433 31 
(14.1 kg)

32 
(14.5 kg)

** 15 1⁄4"
 (387 mm)

2 1⁄2" or 3" F
(65 or 75 mm) 2 1⁄2" Male (65 mm) 800 3030 1250 4800

** Stowed position

Note: Also available in portable only or deck only configurations, please specify when ordering.
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