
Style 922 			 
Shown with Style 1745 TurboMaster™ Master Stream Nozzle 
mounted on Apollo Single Inlet Ground Base

Style 911 		
Shown with Turbojet® Tip 
(Optional Tips: Assault™ 
4824/4827)

Ozzie™ Oscillating Monitors
Akron® Ozzie Oscillating Monitors have powerful sweeping water streams for high performance attack and protection. Its unique 
water driven motor sweeps the outlet back and forth in a smooth, wave-like motion to provide cooling and protection while 
unmanned. Ozzie Oscillating Monitors operate by themselves to provide greater flexibility by protecting exposures while personnel 
work elsewhere. Ozzie Oscillating Monitors are suited for haz-mat situations, protecting exposures, and attacking fires.

• Adjustable sweeping range 				 
• Vertical travel from 35° (Style 922: 45°) to 90° above horizontal				  
• On/Off knob can stop oscillation at any point		
• Built-in pressure gauge
• See page 167 for Monitor/Fog Nozzle Compatibility Chart				  

911	 Ozzie Oscillating Monitor
	 • Sweeping range 30° either side of center			 

922	 OzzieMaster™ Oscillating Monitor
	 An Ozzie Liftoff designed for use with an Apollo™ 
	 Ground Base (pages 36) - Must specify. 

	 • Sweeping range 25° either side of center		

Style 3443 Shown with 
Style 4445 Nozzle

Storage Bracket Style
2420

Style
489

Style
1545

Style 
4445, 4447

Compatible with
3621 Foam Tube

Style Weight  
lbs. (kg) Height Width Length Inlet Outlet

Flow
GPM LPM

3443 14 
(6.4 kg)

9" 
(597 mm)

23 1⁄2"* 
(597 mm)

14 1⁄2" (368 mm) 
7 1⁄4"** (184 mm)

2 1⁄2" F (65 mm)
2 1⁄2" or 3" Storz

(65 or 75 mm)

21⁄2" 
(65 mm) 500 1900

3446
Single

24 
(10.8 kg)

9 3⁄4" 
(247 mm)

25"* (635 mm) 
12 1⁄2"** (318 mm)

16 3/19"* 
(410 mm)

31⁄2 - 5" F (89-125 mm) 
4", 5" Storz (100, 125 mm)

2 1⁄2" 
(65 mm) 1000 3800

3446
Dual

24 
(10.8 kg)

9 3⁄4" 
(247 mm)

25"* (635 mm) 
12 1⁄2"** (318 mm)

21 5⁄16"  
(541 mm)

2 1⁄2  or 3" F
(65 or 75 mm)

21⁄2" 
(65 mm) 1000 3800

*Deployed Legs								      
** Folded Legs									       

Style Weight 
lbs. (kg) Height Width Length Inlet Outlet

Flow
GPM LPM

911 29
(13 kg)

13 3⁄8"
(340 mm)

23 3⁄4" 
(603 mm)

19 1⁄4" 
(490 mm)

2 1⁄2" 
(65 mm)

1 1⁄2" 
(38 mm) 375 1420

922  27 1⁄2*
(12.5 kg)

13"
(330 mm)

17 3⁄4"
(450 mm)

21" 
(533 mm)

See Apollo 
Ground Base

2 1⁄2" 
(65 mm)

1000 Single Inlet 
750 Dual Inlet

3800 Single Inlet
2900 Dual Inlet

* Less ground bases and nozzle

NOTE: A direct mount flange allows the OzzieMaster Oscillating Monitor to be used as a deck monitor.

Mercury™ & Ozzie™ Monitors
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Monitors

3443          Mercury Quick Attack Monitor
                 • Compact Size & Weight
                 • Rated Flows Up To 500 gpm (1900 lpm)
                 • Quick Deployment
                 • Better Ground Stability
                 • Unmanned Use
                 • Rotation +- 20°
                 • Elevation 30° to 60° unmanned, and 
	       down to 20° when manned

                 Product Options:
                 - Storage Bracket	
                 - Stacked Tips Style 2420 
                 - Deluge Tip Style 489 
                 - SaberMaster Nozzle 1545
                 - Mercury Nozzles Style 4445, 4447
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