
7"  Backup Lamps 
Weldon’s 7" backup lamps are available in LED and incandescent.  Commonly used with the 1000 and 1010 stop, tail, turn lamps.  

LED, 9186-5585-30 Series
• Low amp draw
• Fully encapsulated electronics
• Flat back design

Order Nos. Desc. Amp Draw 12V

9186-5586-30 7", econ. led, black base .26

Incandescent, 1013 Series 
• Your choice of chrome flange or black base
• Available in flat back or socket back

Order Nos. Desc. Amp Draw 12V

1013-1100-30        7", socket back, black base, #1141 bulb, clear 1.9

1013-6300-30        7", flat back, chrome flange, #1141 bulb, clear 1.9

1013-7100-30 7", flat back, black base, #1141 bulb, clear 1.9

1003-1000-30        Repl. lens, acrylic, clear              

1014-0000-00        Repl. gasket, lens                      

1015-0000-00        Repl. mounting pad for panel mount         

1016-0000-00        Repl. mounting pad for chrome flange mount               

9018-0019-00 Repl. bulb #1141, 21cp

5800 Series Backup Lights 
The 5800 Series lamps provide the same lens illumination area as a 7” round in an updated rectangular style.  The all plastic 
construction is fully sealed to prevent dirt and moisture infiltration, at an economical price.  An integral connector provides a quick 
and weatherproof connection.

• Fully sealed, all plastic construction
• Polycarbonate lens
• Slim profile
• Die-cut closed cell foam rubber mounting gasket
• 5801 - Designed to fit in 4" diameter grommet mount cut out
• 5802 - Requires only 1.5" diameter clearance hole for plug
• 5801 - Vertical or horizontal mount
• 5801 - 32 cp – 2.1 Amp draw
• 5802 - 21 LED's, 0.27 Amp draw
• Measures 8.5"x5.25"

Order Nos. Desc. Amp Draw 12V

5801-0100-30 Incandescent backup, clear/no plug assembly 2.1

5802-0100-30 LED backup, clear vertical mount /no plug assembly 0.27

0K90-1969-10 2 wire plug assembly for 5801 and 5802 backup

Backup Lighting

9186-5586-30

1013-1100-30

5802-0100-30 5801-0100-30
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Backup Lighting

3800-4600-7800 Series Backup
These 3" x 7" lamps feature a lens and reflector that are sealed eliminating 
problems associated with moisture and dust infiltration. Available in 
LED and incandescent.  

• Sealed lens and reflector
• Incandescent available in panel or chrome flange mount
• Low amp draw for LED

Order Nos. Desc. Amp Draw 12V
3841-0000-30 3"X7" panel mount, #1156 bulb, clear 2.1
3842-0000-30 3"X7" bezel mount, #1156 bulb, clear 2.1
3871-8000-30 3"X7" led, panel mount, auxilliary backup 0.62
3872-8000-30 3"X7" led, bezel mount, auxilliary backup 0.62
4641-0000-30 4"X6" panel mount, #1156 bulb, clear 2.1
4642-0000-30 4"X6" bezel mount, #1156 bulb, clear 2.1
4671-8000-30 4"X6" led, panel mount, auxilliary backup 0.62
4672-8000-30 4"X6" led, bezel mount, auxilliary backup 0.62
7841-0000-30 7"X9" panel mount, #1156 bulb, clear 2.1
7842-0000-30 7"X9" bezel mount, #1156 bulb, clear 2.1

Service Parts For 3800, 4600, 7800 Backup
Order Nos. Service Parts for 3800, 4600, 7800 Backup
0C90-0350-33 Repl. lens/refl assy, 4600
0C90-1028-33 Repl. lens/refl assy, 3800
0C90-1138-33 Repl. lens/refl assy, 7800
0D30-0377-00 Repl. mounting pad,  4600 series,  bezel mount
0D30-0385-00 Repl. mounting pad,  4600 series,  panel mount
0D30-1026-00 Repl. mounting pad for 3800 series, bezel mount
0D30-1027-00 Mounting pad for 3800 series, panel mount
0D30-1136-00 Mounting pad, 7800 series, bezel mount
0D30-1137-00 Mounting pad, 7800 series, panel mount
0K90-0336-00 Repl. socket, single contact
9018-0013-00        Repl. bulb: #1156, 32cp       

3 7/8" Backup, 9186-4500 Series
This lamp can be used as a backup or utility lamp. 
• Polycarbonate lens
• Black ABS trim ring
 

Order Nos. Desc. Amp Draw 12V

9186-4570-30 Black bezel, 1 wire, #1156 bulb     2.1

9186-4571-30 Black bezel, 2 wire , #1076 bulb     2.1

9018-0013-00        Repl. bulb, #1156, 32cp                

9018-0025-00        Repl. bulb, #1076, 32cp    

            	

4" Backup, 9186-5000 Series
These 4" backup lights are fully sealed to prevent dirt and moisture infiltration. 
The 9186-5515 flange mount secures the lamp to the vehicle and a MP150 
connector provides a quick connection.  The kit includes the lamp, mounting 
grommet and plug.

• Polycarbonate lens
• Sealed lamp
• "Sure seal" connector

Order Nos. Desc. Amp Draw 12V

9186-5300KC 4" backup, clear, incand, grommet mount w/ metripack con. 2.1

9186-5515-31 4" backup, clear led, flange mountt, w/metripack con. .34

9186-5526-30 4" backup, clear led grommet mount. .34

3841-0000-30

4641-0000-30

9186-4570-30

4186-5300KC 9186-5526-30

9186-5515-31 87
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