


Warning Lighting

Diamondback Sizes

V26 Series 2" X 6"

Order Nos. Description
Amp 
Draw 
12V

Amp 
Draw 
24V

V26W-R*  2X6 D Back red leds w/ red lens 0.31 0.165 

V26W-C00R*
2X6 D Back red leds w/ clear lens, 
clr optics

0.31 0.165 

V26W-C10R*
2X6 D Back red leds w/ clear lens, 
red optics

0.31 0.165 

0B80-2495-00
Chrome Bezel Kit for 2”X6”  
Diamondback

0C20-2048-XX V26 replacement cover lens
V26W available in vertical split (left/right) only

V34 Series 3" X 4"

Order Nos. Description
Amp 
Draw 
12V

Amp 
Draw 
24V

V34W-R *              Red leds w/ red lens 0.31 0.165
V34W-C00R *       Red leds w/ clear lens, clear optics 0.31 0.165
V34W-C10R* Red leds w/ clear lens, red optics 0.31 0.165

0B80-2334-00 Chrome Bezel Kit for 3X4 
Diamondback

0C20-2191-XX** V34 replacement cover lens
V34W available in horizontal split (top/bottom) only

V37 Series 3" X 7"

Order Nos. Description
Amp 
Draw 
12v

Amp 
Draw 
24v

V37W-R *              Red leds w/ red lens 0.62 0.33

V37W-C00R *       Red leds w/ clear lens, clear 
optics 0.62 0.33

V37W-C10R* Red leds w/ clear lens, red optics 0.62 0.33

0B80-2335-00 Chrome Bezel Kit for 3X7 
Diamondback

0C20-2170-XX** V37 replacement cover lens

V46 Series 4" X 6"

Order Nos. Description
Amp 
Draw 
12V

Amp 
Draw 
24V

V46W-R *              Red leds w/ red lens 0.62 0.33
V46W-C00R *       Red leds w/ clear lens, clear optics 0.62 0.33
V46W-C10R* Red leds w/ clear lens, red optics 0.62 0.33

0B80-2336-00 Chrome Bezel Kit for 4X6 
Diamondback

0C20-2177-XX** V46 replacement cover lens

V79 Series 7" X 9"

Order Nos. Description
Amp 
Draw 
12V

Amp 
Draw 
24V

V79W-R *              Red leds w/ red lens 1.24 0.67
V79W-C00R *       Red leds w/ clear lens, clear optics 1.24 0.67
V79W-C10R* Red leds w/ clear lens, red optics 1.24 0.67

0B80-2337-00 Chrome Bezel Kit for 7X9 
Diamondback

0C20-2184-XX** V79 replacement cover lens

7"x 9"

3"x 4"

2"x 6"

3"x 7"

4"x 6"

*Use same configurations for Amber (A), and Blue (B) LED’s.  Lamps with Green (G), and White (W) LED’s available with Clear Lens and 
  Clear Optics only. (Amp draw varies slightly with color LED’s used)

See the Diamondback configuration guide on our website www.weldoninc.com for split color combination options. 

**XX DENOTES COLOR -10 RED, -20 AMBER, -30 CLEAR, -40 BLUE

75

W
eldon Vehicular Lighting & Electrical Control



Warning Lighting

3800 Series Warning Lamps
These 3" x 7" lamps feature superior light output.  The lens and reflector are sealed eliminating the problems of dust and moisture 
infiltration.  All versions are available as a panel mount, or with a chrome trim flange. The LED versions contain a triple seal mating 
connector. The halogen versions use an automotive-style twist and lock socket that allows for easy, off-the-shelf bulb service.

LED 
• Low amp draw
• Superior light output 
• Sealed lens and housing
• No moisture or dirt issues
• Available in panel or chrome flange mount
• Sealed, integrated connector
• Operates in 12V and 24V applications

Order Nos. Desc. Amp Draw 12 V Amp Draw 24 V

3871-1000-xx 3" X 7" LED, panel mount 0.8 0.42

3872-1000-xx 3" X 7" LED, bezel mount 0.8 0.42

HALOGEN 
• Sealed lens and reflector
• No moisture or dirt issues
• Available in panel or chrome flange mount
• Twist and lock socket out the back for easy bulb replacement
• Split lens color options available
• 12V operation

Order Nos. Desc. Amp Draw 12 V

3811-0000-xx 3" X 7"  halogen, panel mount, #795X bulb 4.2

3812-0000-xx 3" X 7"  HALOGEN, BEZEL MOUNT, #795X bulb 4.2

STROBE 
• Sealed lens and reflector
• No moisture or dirt issues
• Available in panel or chrome flange mount
• Split lens color options available
• Operates in 12V and 24V applications*

Order Nos. Desc.

3821-0000-xx 3" X 7"  strobe, panel mount

3822-0000-xx 3" X 7"  strobe, bezel mount

* Amp draw varies based on power supply used.     

Order Nos. Service Parts 

0B53-1016-00 3X7 chrome bezel

0E22-0327-00 Repl. bulb: #795X, hal.  

0C90-1028-xx Repl. lens/refl assy 

0D30-1026-00 Repl. mounting pad, bezel

0D30-1027-00 Repl. mounting pad, panel

0K90-0336-00 Repl. socket, single contact

0M10-1328-xx Repl. strobe head assy

Note:  xx Denote (-10) red lens, (-20) amber lens, (-30) clear lens and (-40) blue lens,  SPLIT:   (-13) LH red/clear, (-31) RH clear/red ; (-14) 
LH red/blue, (-41) RH blue/red; (-21) LH amber/red, (-12) RH red/amber;  (-24) LH amber/blue, (-42) blue/amber; (-43) LH blue/clear, 
(-34) clear/blue.  Split lens not available in LED.

8871-1000-10

3872-1000-20

3811-0000-10

3811-0000-12

3888-0000-40

See Page 93 For Strobe 
Power System
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Warning Lighting

4600 Series Warning Lamps
These 4" x 6" lamps feature superior light output. The lens and reflector are sealed eliminating the problems of dust and moisture 
infiltration.  All versions are available as a panel mount, with a chrome trim flange, or headlamp mount.  The LED versions contain a 
triple seal mating connector. The halogen versions use an automotive-style twist and lock socket that allows for easy, off-the-shelf 
bulb service. 

LED 
• Low amp draw
• Superior light output 
• Sealed lens and housing
• No moisture or dirt issues
• Available in panel, chrome flange, or headlamp mount
• Sealed, integrated connector
• Operates in 12V and 24V applications

Order Nos. Desc. Amp Draw 12 V Amp Draw 24V

4671-1000-xx 4" X 6" LED, panel mount 0.9 0.35

4672-1000-xx 4" X 6" LED, bezel mount 0.9 0.35

4673-1000-xx 4" X 6" LED, headlamp mount 0.9 0.35

HALOGEN 
• Sealed lens and reflector
• No moisture or dirt issues
• Available in panel, chrome flange, or headlamp mount
• Twist and lock socket out the back for easy bulb replacement
• 12V operation

Order Nos. Desc. Amp Draw 12V

4611-0000-xx 4" X 6" halogen, panel mount, 795X bulb 4.2

4612-0000-xx 4" X 6" halogen, bezel mount, 795X bulb 4.2

4613-0000-xx 4" X 6" halogen, headlamp mount,  795X bulb 4.2

STROBE 
• Sealed lens and reflector
• No moisture or dirt issues
• Available in panel, chrome flange, or headlamp mount
• Operates in 12V and 24V applications*

Order Nos. Desc.

4621-0000-xx 4" X 6" strobe, panel mount

4622-0000-xx 4" X 6" strobe, bezel mount

4623-0000-xx 4" X 6" strobe,  headlamp mount

*Amp draw varies based on power supply used.    

Order Nos. Service Parts 

0B53-0333-00 4” X6” chrome bezel

0E22-0327-00 Repl. bulb: #795X, halogen, sc bayonet base, 108 CP @ 12.8 V, 50W

0C90-0350-xx Repl. lens assy, sf, halogen

0D30-0377-00 Repl. mounting pad, bezel

0D30-0385-00 Repl. mounting pad, panel

0K90-0336-00 Repl. socket, single contact

0M10-1330-xx Repl. strobe head assy

NOTE:  xx Denote (-10) red lens, (-20) amber lens, (-30) clear lens and (-40) blue lens

4671-1000-10

4672-1000-20

4612-0000-40

4621-0000-10

See Page 93 For Strobe Power System
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Warning Lighting

7800 Series Warning Lamps
These 7" x 9" lamps feature superior light output. The lens and reflector are sealed eliminating the problems of dust and moisture infiltration.  
All versions are available as a panel mount, or with a chrome trim flange. The LED versions contain a triple seal mating connector. The
halogen versions use an automotive-style twist and lock socket that allows for easy, off-the-shelf bulb service.

LED 
• Low amp draw
• Unsurpassed light output 
• Sealed lens and housing
• No moisture or dirt issues
• Available in panel or chrome flange mount
• Sealed, integrated connector
• Operates in 12V and 24V applications

Order Nos. Desc. Amp Draw 12 V Amp Draw 24V
7871-1000-xx 7" X 9" LED,  panel mount 2.3 1.18
7872-1000-xx 7" X 9" LED,  bezel mount 2.3 1.18

HALOGEN 
• Sealed lens and reflector
• No moisture or dirt issues
• Available in panel or chrome flange mount
• Twist and lock socket out the back for easy bulb replacement
• 12V operation

Order Nos. Desc. Amp Draw 12V
7811-0000-xx 7" X 9" halogen,  panel  mount, 795X bulb 4.2
7812-0000-xx 7" X 9" halogen, bezel mount, 795X bulb 4.2

STROBE 
• Sealed lens and reflector
• No moisture or dirt issues
• Available in panel or chrome flange mount
• Operates in 12V and 24V applications

Order Nos. Desc.
7821-0000-xx 7" X 9" strobe, panel mount
7822-0000-xx 7" X 9" strobe, bezel mount

Amp draw varies based on power supply used.         

Order Nos. Service Parts 
0B53-1125-00 7"X9" replacement chrome plated bezel, 7800 series
0E22-0327-00 Repl. bulb: #795X, halogen, sc bayonet base, 108 CP @ 12.8 V, 50W
0C90-1138-xx Repl. lens/refl assy, halogen 
0D30-1136-00 Repl. mounting pad, bezel
0D30-1137-00 Repl. mounting pad, panel
0K90-0336-00 Repl. socket, single contact
0M10-1428-xx Repl. strobe head assy

Note:  xx Denote (-10) red lens, (-20) amber lens, (-30) clear lens and (-40) blue lens

1020-9000 Series LED Warning Light   
Weldon introduces a new revolutionary LED Warning Light which combines advanced electronics plus a conventional idea of just 
replacing a broken lens.  Designed with serviceability in mind, the new warning light can be disassembled to change the lens or upgrade 
LED’s, eliminating the need to replace the entire light. The 1020-9000 Series light provides industry leading thermal management, low 
current draw and lower long-term cost than ordinary lights. No other 7" LED Warning Light offers “service 
made easy” with upgradeable LED technology!

• Exclusive patented V-LED technology, for superior thermal efficiency and excellent brightness
• Utilizes only 8 high-power LED’s for optimal output intensity, fully illuminating the entire lens
• Low amp draw
• Fully serviceable
• Standard lead wires allow flexibility to add the connector of choice
• Exceeds SAE J887 requirements
• DOT (FMVSS108) compliant
• Strobing and standard flash in one lamp
• Instant on for improved visibility and safety
• No switch mode regulation
• No radio interference
• Advanced lens design for maximum optical performance
• 5 year warranty

See page 93 for Strobe 
Power Systems

1020-9000-20

1020-9000-10

Order Nos. Description Amp Draw 12V

1020-9000-10 7” LED serviceable red warning 1.0

1020-9000-20 7” LED serviceable amber warning   1.5 

Order Nos. Service Parts

0C20-2312-XX Cover lens for 1020-9000
0C10-2313-00 Inner lens for 1020-9000
0D10-2316-00 Lens gasket 
0D10-1977-00 Mounting gasket
0E30-2262-12 12 pack v-led kit, red
0E30-2262-23 12 pack v-led kit, amber

7871-1000-10

7812-0000-20
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